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SECTION A-A

NOTES:

BILCO TYPE UD OR APPROVED EQUAL TO BE LOCATED DIRECTLY
QVER THE DQUBLE CHECK ASSEMBLY.

FDC PER NFPA 13 IS FOR ILLUSTRATIVE PURPOSES ONLY. ACTUAL
LOCATION WILL BE APPROVED BY FIRE MARSHALL.

THE BILCO TYPE LID SHALL EXTEND A MINIMUM OF 3® ON EITHER
SIDE OF THE DOUBLE CHECK ASSEMALY.

ALL TRAFFIC AREAS WILL REQUIRE A TRAFFIC RATED TYPE LID EQUAL
TO OR BETTER THAN A J—XALH20 CR JD—XALHZC BILCC TYPE LID

LANDSCAFE AREAS REQUIRE A LID EQUAL TQ OR BETTER THAN
A J—XAl OR JD—XAL BILCO TYPE LID.

DETECTOR METER SHALL BE A 5/8" X 3/4” SENSUS TR/PL IN 100'S OF
CUBIC FEET. CITY CREWS TO PROVIDE AND INSTALL M X U TRANSMITTER.

CONTRAGCTOR TQ FROVIDE WMIRING FOR PRIVATE ALARM SYSTEM.
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